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Overview
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ECL Trigger Slow Control System

1. User Module Part
• GUI based monitoring module.
• ECL Trigger library is included.
• Connected to Database server

2. Archiver Part
• Connection between Archiver 

and NSM through EPICS is well 
established.

• Now, our data can be stored in 
archiver and plot of which 
seen on web browser(firefox).

3. Database Part
• ‘PostgreSQL’ based database.
• Successfully Connected 

Database server.
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(B)

(C)

(A)

(A) Slow Contol User Module (GUI) 
(B) Archiver (Web browser)
(C) Archiver Plot
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ECL Trigger Slow Control System  cont'd
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Status
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GUI monitoring program

 Version check panel
• FAM and TMM

 E threshold panel
 Hit rate panel

• FAM and TMM
 ECLTRG ready signal panel

• FAM



 upload E‐threshold parameters to database server.
 download E‐threshold parameters from database server.
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Upload/Download FAM Energy threshold parameter to database

mk_db.20170612.conf $ daqdbcreate mk_db.20170612.conf ecltrg_parameter

$ daqdblist

$ daqdbtable

 configuration database file(.conf) is made



08.23.2017 B2TDW 9

ECLTRG library update: Set FAM Energy/Time cal. par. TC by TC

 E‐threshold parameter function
• It is possible to set E‐threshold parameters on FAMs channel by channel(TC by TC).
• FAMwirteChTHR function is used to make E Threshold parameter function.

 Time parameter function
• It is possible to set time calibration parameters on FAMs channel by channel(TC by TC).
• FAMwirteTOff function is used to make time calibration parameter function.



 Problem: GUI related job remotely(KEK ↔ Korea) is too slow.
 Solution: VNC server setting

• With this setting, it is possible to control PC at Tsukuba hall at Hanyang Univ., Korea.
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VNC server setting
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Summary & Plan



[ Summary ]
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 Hit rate display
• FAM and TMM

 ECLTRG ready signal display
• FAM

 Calibration parameters are uploaded to database server
• Code for Energy Calibration parameters is prepared.

 ECLTRG Library is updated
• For writing FAM Energy/Time calibration parameter TC by TC

 VNC server setting is done.
• For GUI related job remotely



[ Plan ]

 Slow control setting for ETM

 ECLTRG Parameters are uploaded to database server
• Code for energy calibration parameters is prepared.
• Code for time calibration parameters will be prepared.

 Parameter preparation for monitoring(archiver)

 Parameter preparation for luminosity monitor

 ECLTRG initialization command (for parameter downloading; to FAM and TMM)

 ECLTRG system ready signal
• FAM ready signal is prepared.
• TMM and ETM ready signal will be prepared.
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Backup
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